Wall Mount Single Gas Monitor
Model Airwell plus M

Features

Sub ppm lower detection limit

Light weight & easy installation

Data Storage & transfer to PC

Weather proof

Easy operation

Wireless realtime data transfer (Option)

Applications

Toxic & Odorant Gas detection at the site
Gas leak detection

Water management plant

Agricultural gas management

Gas Safety management

General Specification

Measurable Components : 02 O3 CO CO2 SO2 NO NO2 N20O HCHO HF HCN HCL CL2 CH4 NH3 H2S H2.
Type of Sensor : Electrochemical - Life about 16 months
NDIR - Life over 5 years
PID - Lamp Life 16 months
Measuring range : sub ppm to % (Consult Factory)
Resolution & accuracy : Depends on Sensor and measuring range ( Consult Factory)
Detection Method : Diffusion & Built-in Sample pump
User selectable 1~60 minutes average data measuring and storage
100 data Storage & down load to PC Through the Rs 232 digital output
Display : 4 line 20 character Blue back light LCD
Factory set alarm
Membrane Keypad
General purpose : Water & dust proof
Standard accessories : AC adaptor, Operation manual, RS232 9pin cable
Operational power : 110/220 VAC 50/60 Hz
Size : 210 x195 x 185 (HxWxD)mm Material : ABS Color : white Ivory
Weight : about 2.5 kg
Options -
1) Sampling pump ; sample flow rate : 500 cc/min ~
2) Wireless communication accessories -about 200 meters visible area
3) Battery operation : Li-lon Rechargeable battery - charge 1 hour for about 4 hrs

** Specification can be changed without notice for the improvement of performance
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