SPECIFICATIONS

Sensor Required Resolution Range Accuracy
Barometric Pressure Included in console 0.01"HG 26" to 32" Hy 0.03" Hg
Inside Humidity Included in console 1% 10 o 90% 5% RH
Qutzide Hurnidity Included in console 1% 0to 100% 3% RH
Dew Point Included in console 1°F -105 0 + 130 °F FF
Daaily & Storm Rairfall Included in console 01" {0 to 20,9 4%
Rain Rate Included in console 0.1 up o 100" hr 4%
Inside Temperature Included in console 0.1°F +32 to + 140°F 1F
Outside Temperature Included in console 0.1%F 40 o + 140°F 1%
Wind Direction Ircluded in console 1 0 to 3E0° ™
Compass Rose Included in console el 16 compass pts 0.3 comp. pts
Wind Chill Included in console 1F 10 to +130°F 2°F
Evapotranspirtion Solar Radiation, a.m” Dby to 99.99" L
Temperature Humidity monthly & yearly
Sensor & Anermometer fo 199.99"
ar IS5
Soil Moiture Soil Moisture Sensor 1ch 0o 200 ch
Solar Radiation Solar Radiation Sensor 1Wim_ 0 to 1800 Wim_ %
L Inclex LIV Radiation Sensor 0.1 index 0 to 16 index %
LUV Dose LIV Radiation Sensor 0.1 MEDS to 0t 199 MEDs RO,
19.9 MEDS;

1 MED abave




